
SAFETY  EFFICIENCY  VERSATILITY

TRUCK BED AND COMPONENT SPECIFICATIONS



Cone Capacity: 125+
Dimensions: 120" L x 88" W 
Required Truck Specs: ¾ to 1 ton SRW truck with a 60” CA

 Full Stake Body Half Stake Body

1,865 lb.

DeluxeStandard 

2,251 lb. 1,919 lb. 1,741 lb.

500 Series Weight by Model

 Full Stake Body Half Stake Body

1,776 lb.

DeluxeStandard 

2,145 lb. 1,802 lb. 1,623 lb.

400 Series Weight by Model

 Full Stake Body Half Stake Body

1,734 lb.

DeluxeStandard 

2,111 lb. 1,667 lb. 1,482 lb.

300 Series Weight by Model

 Full Stake Body Half Stake Body

1,649 lb.

DeluxeStandard 

1,970 lb. 1,584 lb. 1,399 lb.

200 Series Weight by Model

TPB  SP EC I F I CA T I ONS
200 Series 

300 Series 
Cone Capacity: 400+
Dimensions: 120” L x 98” W 
Required Truck Specs: Dually truck with a 60” CA

400 Series 
Cone Capacity: 500+
Dimensions: 136” L x 98” W 
Required Truck Specs: Dually truck with a 84” CA

500 Series 
Cone Capacity: 600+
Dimensions: 152” L x 98” W 
Required Truck Specs: Dually truck with a 108” CA



Sign/Stand Box

Personnel Bucket 200

200 & 300 Tool Box

Other Components Weight (Per Unit)

400 & 500 series Tool Box

Dimensions 

71” L x 26” W x 56” H 299 lbs. 

27” L x 17” W x 29” H 

31” L x 14” W x 18” H 

27” L x 21” W x 33” H 

24" L x 14" W x 18" H 

107 lbs. 

129 lbs. 

56 lbs. 

47 lbs. 

Personnel Bucket 300 - 500

COMPONENTS  

Make OUR Traffic Pro Bed (TPB) components a part
of YOUR Traffic control vision. 

Our Personnel Bucket and patented Safety Restraint
System comes complete with mounting brackets. 

Turn any flat bed into a Traffic Pro Bed. 

Easily retrofit our modular TPB components to
build your own Traffic Pro Bed from what you already
have.

Sign & Stand Boxes come complete with safety/work
lighting, and diamond grade red and yellow chevrons.

RE TRO F I T  OUR  TPB  COMPONENTS  TO  BU I L D  YOUR  TRA F F I C  CONTRO L  TRUCK  



CONTAC T
SALES@TRAFFICPROBEDS.COM
(240) 405-2052 

TAKE  AC T I ON  NOW


